IN WALL IP
08.5239.R2.927 1 =

POWER: 2.1W LED @
INPUT: 700mA

Without mounting box

Drywall cut-out

SAFETY INSTRUCTIONS

-The appliance should be installed, connected
and tested by qualified electrician, and in
accordance with local regulations.

ive MAX:700mA, IP65

- Turn off the power supply before installation ot ihtuiad)

or maintenance of the appliance, and make
sure that the cables will not be squeezed
or damaged by sharp edges.

Cut-out 142*87mm

- The appliance should not be covered by insulation
blankets or similar materials .

- Clean the appliance with a soft clothand a
standard PH neutral detergent.Stainless steel
surfaces should be maintained regularly.

- Misuse of, or changes to the appliance shall
nullify the guarantee.The manufacturer is free
to change the design, specifications and
instructions for assembly.
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(not included) \

drive MAX:700mA HEAT

&3]

/\ DO NOT CONNECT THE APPLIANCE S =

DIRECTLY TO HIGH-VOLTAGE POWER 2.341
SUPPLY IF DRIVER IS NOT CONNECTED. - @@ON
OFF

USE THE CORRECTDRIVER TO CONNECT. Q\ 2.3-2

................................................................. //
DO NOTTOUCH OR CLEAN THE LED ARRAY!

IN ORDER TO AVOID DAMAGING THE LED CHIP! /
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